


 
    
      
        
          
            Toggle navigation
            
            
            
          
          PDFSEARCH.IO
        

        
          	Document Search Engine - browse more than 18 million documents



	Sign up
	
Sign in


        

      

    

 

















	First Page		Document Content
	[image: Rescue equipment / Transport / Emergency management / Communication / Distress signals / Rescue / Radio spectrum / Electronic navigation / Navtex / Global Maritime Distress and Safety System / KHz / Digital selective calling]Date: 2012-12-20 12:30:52
Rescue equipment
Transport
Emergency management
Communication
Distress signals
Rescue
Radio spectrum
Electronic navigation
Navtex
Global Maritime Distress and Safety System
KHz
Digital selective calling
		[image: ] The combined operations of Rescue Co-ordination Centre Bermuda and Bermuda Maritime Operations (ZBR) have a long reputation of providing a high quality of service to all mariners. One of the several functions recognized 
Add to Reading ListSource URL: marineandports.bm
Download Document from Source Website File Size: 41,81 KB
Share Document on Facebook






Similar Documents
	[image: General License Examination – Memorization Sheet General Class HF Frequency Privileges 10 meters 28000 – 29700 kHzphone) 12 meters 24890 – 24990 kHz]	General License Examination – Memorization Sheet General Class HF Frequency Privileges 10 meters 28000 – 29700 kHzphone) 12 meters 24890 – 24990 kHz

DocID: 1vr3D - View Document

	[image: 50 kHz - 6 GHz SCM FIBER OPTIC LINK  FEATURES • • •]	50 kHz - 6 GHz SCM FIBER OPTIC LINK  FEATURES • • •

DocID: 1vbG9 - View Document

	[image: Noise Power Ratio (NPR) Test on RFSpace Cloud-IQ SDR Receiver for Keith Witney VE7KW, by Adam Farson VA7OJ/AB4OJ. Table 1: NPR Test Results, RFSpace Cloud-IQ, VA7OJ. Mode Det. BW kHz BSF kHz BLF kHz BWR dB So]	Noise Power Ratio (NPR) Test on RFSpace Cloud-IQ SDR Receiver for Keith Witney VE7KW, by Adam Farson VA7OJ/AB4OJ. Table 1: NPR Test Results, RFSpace Cloud-IQ, VA7OJ. Mode Det. BW kHz BSF kHz BLF kHz BWR dB So

DocID: 1v9AI - View Document

	[image: Tests on Various Duplexer Coupling Loops J. Audet VE2AZXMHz Notch-Bandpass Cavities with 600 KHz TX-RX Separation. - Loops uses a Series Capacitor]	Tests on Various Duplexer Coupling Loops J. Audet VE2AZXMHz Notch-Bandpass Cavities with 600 KHz TX-RX Separation. - Loops uses a Series Capacitor

DocID: 1v6w9 - View Document

	[image: PICO HF-1.2 Sensor 600 kHz Frequency, Micro-Miniature Acoustic Emission Sensor Description and Features  Operating Specifications]	PICO HF-1.2 Sensor 600 kHz Frequency, Micro-Miniature Acoustic Emission Sensor Description and Features  Operating Specifications

DocID: 1v649 - View Document






 time:
 0.0213 sec.
Designed and built with all the love in the world in Europe.

 © PDFSEARCH.IO 2013 Privacy | Contact Us

 

 



