


 
    
      
        
          
            Toggle navigation
            
            
            
          
          PDFSEARCH.IO
        

        
          	Document Search Engine - browse more than 18 million documents



	Sign up
	
Sign in


        

      

    

 












Micrometer
Results: 251






	‹ Prev
	1
	2
	3
	4
	5
	6
	...
	26
	Next ›





	#	Item
	1[image: WP20: FutureJet –Cryogenic Jets of Nano- and Micrometer-Sized Particles for Hadron Physics HadronPhysics3:]	WP20: FutureJet –Cryogenic Jets of Nano- and Micrometer-Sized Particles for Hadron Physics HadronPhysics3:
Add to Reading ListSource URL: www.hadronphysics3.eu
Language: English - Date: 2013-05-29 08:38:39


	2[image: Soft X-Ray Lithography for High-Aspect Ratio Sub-Micrometer Structures S. Lemkea, J. Goettertb*, T. Holubeka, B. Löchela, I. Rudolpha and T. Seligera a  Helmholtz-Zentrum Berlin (HZB) für Materialien und Energie GmbH, ]	Soft X-Ray Lithography for High-Aspect Ratio Sub-Micrometer Structures S. Lemkea, J. Goettertb*, T. Holubeka, B. Löchela, I. Rudolpha and T. Seligera a  Helmholtz-Zentrum Berlin (HZB) für Materialien und Energie GmbH, 
Add to Reading ListSource URL: camd.lsu.edu
- Date: 2012-08-02 10:08:48


	3[image: Microscopy / Software / Science and technology / Academia / Scientific instruments / ImageJ / Calibration / Micrometer / Microscope / Pixel / Cover slip]	 Calibration of Microscope/Objectives/Camera
Add to Reading ListSource URL: cellbio7.mcb2225.uconn.edu
Language: English - Date: 2016-01-18 11:03:22
	Microscopy
	Software
	Science and technology
	Academia
	Scientific instruments
	ImageJ
	Calibration
	Micrometer
	Microscope
	Pixel
	Cover slip


	4[image: S ME G a u ge for C a l en d ered Web Th i ckn ess P rofi l e Th e n o n -n u c l e a r s o l u ti o n The FACTS SME Gauge is THE non-nuclear solution for calendered web thickness measurement.]	S ME G a u ge for C a l en d ered Web Th i ckn ess P rofi l e Th e n o n -n u c l e a r s o l u ti o n The FACTS SME Gauge is THE non-nuclear solution for calendered web thickness measurement.
Add to Reading ListSource URL: www.facts-inc.com
Language: English - Date: 2015-10-22 17:23:39
	Papermaking
	Manufacturing
	Micrometer
	Gauge
	Scanner
	Controller
	Calender
	Technology
	Engineering
	Business


	5[image: Meteoritics & Planetary Science 44, Nr 7, 1033–Abstract available online at http://meteoritics.org The use of Auger spectroscopy for the in situ elemental characterization of sub-micrometer presolar grains ]	Meteoritics & Planetary Science 44, Nr 7, 1033–Abstract available online at http://meteoritics.org The use of Auger spectroscopy for the in situ elemental characterization of sub-micrometer presolar grains 
Add to Reading ListSource URL: presolar.wustl.edu
Language: English - Date: 2015-09-25 14:10:20
	Chemistry
	Scientific method
	Learning
	Spectroscopy
	Microscopes
	Electron microscopy
	Mass spectrometry
	Atomic physics
	Nanoscale secondary ion mass spectrometry
	Presolar grains
	Auger electron spectroscopy
	X-ray photoelectron spectroscopy


	6[image: The Sintratec Kit Quick Fact Sheet Technology The Sintratec Kit uses a laser beam to selectively sinter powder into three dimensional objects. This opens up a new]	The Sintratec Kit Quick Fact Sheet Technology The Sintratec Kit uses a laser beam to selectively sinter powder into three dimensional objects. This opens up a new
Add to Reading ListSource URL: s3-eu-west-1.amazonaws.com
Language: English - Date: 2015-08-18 08:12:23
	Computer printers
	Office equipment
	Printer
	Typography
	Printing
	Micrometer
	Media technology
	Equipment
	Communication design


	7[image: Metal technology symbols 5/3-way valve with blocking centre position  Directional valves]	Metal technology symbols 5/3-way valve with blocking centre position  Directional valves
Add to Reading ListSource URL: www.christiani.de
Language: English - Date: 2015-06-19 08:20:53
	Construction
	Steels
	Real estate
	Piping
	Plumbing
	Business
	Screws
	Metalworking
	Valve
	Alloy steel
	High-speed steel
	Micrometer


	8[image: Microsoft Word - How to Measure Flatness with Optical Flats by Van Keuren.doc]	Microsoft Word - How to Measure Flatness with Optical Flats by Van Keuren.doc
Add to Reading ListSource URL: www.gagesite.com
Language: English - Date: 2009-07-30 09:41:31
	Optical flat
	Lapping
	Flatness
	Micrometer
	Optics
	Wedge prism
	Interferometry


	9[image: Soft X-Ray Lithography for High-Aspect Ratio Sub-Micrometer Structures S. Lemkea, J. Goettertb*, T. Holubeka, B. Löchela, I. Rudolpha and T. Seligera a  Helmholtz-Zentrum Berlin (HZB) für Materialien und Energie GmbH, ]	Soft X-Ray Lithography for High-Aspect Ratio Sub-Micrometer Structures S. Lemkea, J. Goettertb*, T. Holubeka, B. Löchela, I. Rudolpha and T. Seligera a  Helmholtz-Zentrum Berlin (HZB) für Materialien und Energie GmbH, 
Add to Reading ListSource URL: www.camd.lsu.edu
Language: English - Date: 2012-08-02 10:08:48
	Materials science
	Microtechnology
	Polymers
	Semiconductor device fabrication
	X-ray lithography
	Photolithography
	LIGA
	SU-8 photoresist
	Photoresist
	Nanolithography
	Beamline
	Electron-beam lithography


	10[image: SCOPE OF ACCREDITATION TO ISO/IEC 17025:2005  TECHNICAL SAFETY SERVICES, INC. 620 Hearst Avenue Berkeley, CAPeter Mackes]	SCOPE OF ACCREDITATION TO ISO/IEC 17025:2005  TECHNICAL SAFETY SERVICES, INC. 620 Hearst Avenue Berkeley, CAPeter Mackes
Add to Reading ListSource URL: www.techsafety.com
Language: English - Date: 2016-04-29 08:58:59
	Measurement
	Metrology
	ISO/IEC 17025
	Quality control
	Calibration
	Business
	Measurement uncertainty
	Fluke Corporation
	Accreditation
	Science
	Micrometer
	Draft:SIMCO Electronics




	‹ Prev
	1
	2
	3
	4
	5
	6
	...
	26
	Next ›



 



 time:
 0.0624 sec.
Designed and built with all the love in the world in Europe.

 © PDFSEARCH.IO 2013 Privacy | Contact Us

 

 



