


 
    
      
        
          
            Toggle navigation
            
            
            
          
          PDFSEARCH.IO
        

        
          	Document Search Engine - browse more than 18 million documents



	Sign up
	
Sign in


        

      

    

 
















Back to Results	First Page	Meta Content	
	[image: Optical materials / Lighting / Cardiology / Pulse oximetry / Infrared / Light-emitting diode / Photoplethysmogram / Color / Yttrium aluminium garnet / Electromagnetic radiation / Medical tests / Optics]
View Document Preview and Link




	[image: ] A novel method based on two cameras for accurate estimation of arterial oxygen saturation
Add to Reading List
Open Document File Size: 1,21 MB
Share Result on Facebook


City
 Shenzhen / Santa Clara /  / Company
 IBM / HbO / Creative Commons / SPSS / OmniVision / Shenzhen Key Laboratory / PPGi / Xilinx / SaO2 /  / Country
 United States / China /  / Currency
 pence / USD /  / 
 / Event
 M&A / FDA Phase /  / Facility
 Digital Video Port /  / IndustryTerm
 channel processing / non-contact pulse oximetry imaging / adaptive algorithm / photoplethysmographic imaging / Image pre‑processing / imaging /  / Organization
 Chinese Academy of Sciences / Key Lab for Health Informatics / FDA /  / Position
 author / Hb / illuminator /  / Product
 OXY100C /  / ProgrammingLanguage
 DC /  / Technology
 FPGA / cellular telephone / dsd / smartphones / smartphone / digital cameras / http / FPGA system / adaptive algorithm / Digital Video / digital camera / flash /  / URL
 http / 
SocialTag
	Optical materials
	Lighting
	Cardiology
	Pulse oximetry
	Infrared
	Light-emitting diode
	Photoplethysmogram
	Color
	Yttrium aluminium garnet
	Electromagnetic radiation







 time:
 0.0373 sec.
Designed and built with all the love in the world in Europe.

 © PDFSEARCH.IO 2013 Privacy | Contact Us

 

 




